
EVORALIGHT.COM 844.964.1600 info@evoralight.com01

Project: Type: Quote/Ref:

The Harmony™ Dim-to-Warm 34 Series creates more than beautiful 
light - it helps create memories that last a lifetime. Modern technology 
allows this dynamic strip to produce a candle-like glow similar to 
traditional incandescent lighting but with innovative versatility and 
peak performance. Choosing the right color temperature for the 
perfect ambiance has never been easier. As the lights dim, they also 
automatically warm from 3000K to 1800K. The Harmony™ Series 
brings back the soothing nostalgia of incandescent lighting while 
utilizing the modern LED technology of today. Pair this with any 

15standard dimmer to create gorgeous, ambient lighting in the comfort 
of your home or to add a touch of luxury to your business.

3/8"  10 mm

3/16"   4 mm

CRI

CCT

Voltage

Lumens

LEDs/ft

Beam Angle

Ambient Temp

LED pitch

Cutting Points

Max Run Length in Series

LED Size

Adhesive Type

Dimmable

Spool Size

High CRI of 95+

1800K-3000K

24V DC Input

Up to 311 lm/ft (1020 lm/m)

51 LEDs/ft 168/meter)

120° Beam Angle

-4°F to +104°F (-20°C to 40°C)

3/16" (3.5 mm)

3.28" (83 mm)

16 ft (5 m)

2835

3M VHB 4930 tape (IP20)

Yes

16.4 ft (5 m) or 100 ft (31 m)

HA34

83 mm3 1/3”

SKU Builder

1/16"   2 mm

DW1830K 24V- - -

Series: 
Color Temp.

(Click to select your Length)

Ex: HA34-DW1830K-24V-16FT

1800K-3000K 16FT - 16.4 ft
100FT - 100 ft

1800K

3000K

Product
SKU

 Color
CCT (Meter) (Meter) CRI Score (Rf) 

TLCI CQS

01 02

LED Tape Light Connector Options Channel OptionsDriver Options

0.4 W/ft (1.3 W/m)

3.4 W/ft (11 W/m)

95

94

73

100

77

92

52

94

54

94

20 lm/ft (67 lm/m)

311 lm/ft (1020 lm/m)
HA34-DW1830K

Harmony™ Dim-to-Warm 34 Series LED Tape Light
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Remove 1/4" of 3M adhesive tape on 
the back from the end of the strip that 
you want to connect. It must be 

the solderless connector.

Double check the polarity of the tape 
to match the positive (+) markings 
together and negative (-) markings 
together. If you accidentally close the 
connector before you’re ready, you 

to pry the top back open.

Open the top of the EVO connector 
and insert the LED tape inside. Make 
sure the LED tape is facing up 
towards the translucent top and the 
solder pads are directly above the 
small hooks on the connector.

Once everything is in order, use 
pliers to close and lock the 
connector. You may hear a “click” 
sound when it is properly closed. 

01 02 +Peel off 
adhesive here

3M

3M

Type

EVO-2-C-0

EVO-2-C-36

EVO-2-J-06

EVO-2-J-0

Two Conductor Connector with no wire

Two Conductor Connector with 36" wire

Two Conductor Jumper Connector 6" wire

Two Conductor Jumper Connector with no wire 

SKU Mockup

* Calculate max length of LED tape to follow the solderless connector based on an amperage draw of 0.14 A/ft (0.46 A/m).
** Be sure no more than 5 amps is drawn after any solderless connector.

20 AWG

Attaches LED tape directly to a 
Power Supply/Driver, low voltage 
control, or DC source.

Attaches two sections of LED 
tape together. Wire lead allows 
for turns around tight corners.

Attaches two sections of LED 
strip together in a continuous run.

HLG-40H-24A

HLG-60H-24A

HLG-100H-24A

HLG-120H-24A

HLG-185H-24A

HLG-240H-24A

HLG-320H-24A

HLG-600H-24A

L: 6 3/4" W: 2 1/2" H: 1 1/2"

L: 6 3/4" W: 2 1/2" H: 1 1/2"

L: 8 5/8" W: 2 11/16" H: 1 1/2"

L: 8 5/8" W: 2 11/16" H: 1 1/2"

L: 9" W: 2 11/16" H: 1 1/2"

L: 9 5/8" W: 2 11/16" H: 1 1/2"

L: 9 7/8" W: 3 1/2" H: 1 3/4"

L: 11" W: 5 5/8" H: 1 7/8"

2-10 ft

11-15 ft

16-26 ft

27-31 ft

32-48 ft

49-63 ft

64-84 ft

85-158 ft

LPV-35-24

LPV-60-24

L: 5 7/8" W: 1 9/16" H: 1 1/8"

L: 5 7/8" W: 1 9/16" H: 1 1/8"

6-9 ft

10-15 ft

+

-

AST-UNV-30W-24VDC

AST-UNV-60W-24VDC

AST-UNV-96W-24VDC

AST-UNV-120W-24VDC

AST-UNV-200W-24VDC

AST-UNV-300W-24VDC

L: 6 1/2" W: 3 3/4" H: 1 5/8"

L: 7 1/2" W: 3 3/4" H: 1 5/8"

L: 8 3/4" W: 3 3/4" H: 1 5/8"

L: 8 3/4" W: 3 3/4" H: 1 5/8"

L: 10 1/4" W: 4 1/4" H: 1 7/8"

L: 7 11" W: 4 3/8" H: 1 7/8"

Power Supply Product SKU

+

-

1-7 ft

8-15 ft

16-24 ft

25-29 ft

30-51 ft

52-81 ft

DCAC

(1-25 ft per output)

1-77 ft in total

1-50 in total

(1-25 ft per output)

L: 11" W: 4 3/8" H: 1 7/8"AST-UNV-C192W-24VDC

AST-UNV-C288W-24VDC L: 11 7/8" W: 4 3/8" H: 1 7/8"

X

X

X

X

X

X

X

X

X

X
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Kit SKUType Mockup

Tokyo

Recessed

BER-CH-A-CVR-F-1M

LIM-CH-A-1M- -

MAD-CH-A-CVR-C-1M

MAD-CH-A-CVR-F-1M

VIE-CH-A-CVR-C-1M

VIE-CH-A-CVR-F-1M

MIL-CH-A-CVR-F-1M
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Contact

1. Installation must be in accordance with local and national electrical code regulations.

3. Only install with a Class 2 DC Constant Voltage LED driver to meet UL requirements.

4. Do not install in environment where excessive heat may exist.

5. LED tape lights must be handled with care. Excessive handling, bending, and pressure may damage the product, voiding the warranty.
Do not bend the strip horizontally.

6. Do not install indoor LED tape light products in outdoor / wet location environments. Only use copper wiring. Use wires rated for at least 167°F (75°C) and 

7. Each maximum run requires a dedicated power feed from the driver. Do not extend beyond the recommended maximum run length.

8. Make sure the appropriate gauge wire is installed between driver, LEDs, and any dimmers. When choosing wire, calculate voltage drop, maximum amperage 

9. Do not modify product beyond instructions or warranty will be void.

product appearance, CCT, or lumen output.

https://www.evoralight.com/ within the Policies section. For warranty related questions please contact product support team at (support@evoralight.com).

terms and conditions outlined in our warranty section. We try our best to make recommendations, but the burden of proper installation, design, and maintenance relies 
on the purchaser. This limited warranty does not include product failures that are the result of: Not using a voltage regulated power supply to connect the LED product 
or controls; Connecting LED products to the wrong output voltage; Improper connection of power supplies, LED products, or controls; Connecting LED products or controls 
directly to any AC power source if they are stated for DC only input; Connecting power supplies backwards to an AC power source; Products used in an inappropriate 

disasters or “force majeure” incidences; Damage caused by a vehicle or other accident; Damage caused when transporting the item; Damage to any products that were 

have been subjected to misuse, mishandling, misapplication or accident. Products used in connection with any components, devices or systems other than those 
explicitly approved as compatible with Company’s products and listed on Company’s website. Excessive wear and tear and/or physical or accidental abuse, loss, or theft. 
Improper repairs or warranty services performed by someone other than Évoralight will void this warranty.

844.964.1600

Limited Warranty

Consumer’s Acknowledgment

info@evoralight.com

@evoralight

@evoralight
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