
LED Strip Light
Installation Guide

Safety & Warnings

Tools Needed

Installation must be in accordance with local and national 
electrical code regulations. 

To ensure safety and correct installation, our strips are inten-
ded to be installed by a qualified, licensed electrician.

To meet UL requirements, only install with a Class 2 DC Cons-
tant Voltage LED driver.

Do not turn on your LED strip when it is still in the plastic reel. 
This will cause a buildup of heat that can damage the LEDs.

Do not directly connect a strip that requires DC power to an AC 
wall outlet. 

Do not twist, fold, or crease the LED strip.

Do not bend the LED strip horizontally (sideways). It is only 
intended to bend vertically.

Do not place excessive pressure on the LED surface. Pay 
attention to the input voltage of the LED strip light and never 
exceed that voltage, even briefly.

Ensure that any surface that the strip light is going to be 
applied to is clean and free of debris. For metal surfaces it is 
recommended for the surface to be cleaned with an alcohol 
solution before adhering the LED strip.

Only cut the LED strips on the designated cut markings.

Only use IP20 strips in dry locations and do not use in direct 
sunlight.  

Only use IP65 strips in dry, damp or wet locations.  Do not use 
in direct sunlight or submerge in any kind of liquid.

Do not cover this product with any kind of combustible material 
such as paper, fabrics, etc.

Do not secure this product with any kind of staples, nails, or like 
materials that could potentially damage the product in any way.

Keep these instructions for future reference.
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Screwdriver Scissors Pliers Cleaning solution 
Silicone sealant /
Silicone adhesive

May be required for 
wet location strips

Make sure that you have everything you need to complete the installation.
Make sure that all components (LED strip light, driver, channel, and other accessories) are compatible. 
Do not exceed the maximum run length of your LED strip light, as this may cause voltage drop and unwanted effects. 
Before installation, make sure to complete a mock installation to test your lights and turn them on to make sure all 
components are working correctly. 

Installation Instructions

Component Check



Connect your LEDs to your dimmer and power supply. It is 
very important to do this before cutting your strips or 
sticking them on a surface. 

Turn on your lights and check to see if everything is working 
properly.

Thoroughly clean any surface where you will be attaching 
your LED strip lights. The adhesive backing is strong, but 
will not stick to dirty, dusty, or porous surfaces. Before 
attaching the strip, make sure to clean metallic surfaces, 
including aluminum channels, with an alcohol solution.

Measure the strip light to the required length. Using sharp 
scissors, cut only along the indicated cut marks. 

When attaching EVO connectors to 3-conductor solder pads, 
such as our Tunable White strips, you need more copper pad 
to work with. Rather than cutting directly along the cut mark, 
you should cut after the indicated line to give the EVO connec-
tor more room to attach properly onto the PCB of the strip.

All of our strip lights come with pre-soldered leads, but if 
you need to make additional connections, please refer to 
steps 6 and 7. 

Carefully peel off about a ¼” to ½” of the adhesive tape 
and tape cover from the back of the LED strip to expose 
the bare PCB to make room for the EVO connector.

The strips should light up after connecting them to your 
dimmer and power supply. If they do not, please check your 
connections and make sure the polarity matches all the way 
through from the power supply to the LED strip (positive to 
positive, negative to negative). There are markings on the 
strip to indicate polarity.

Before installing your lights, check to see if the brightness 
level and color temperature you chose for your project look 
the way you envisioned. You will be ready to proceed with 
the installation after testing your lights and components. 
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Installation Instructions

Complete a Mock Installation Troubleshoot If Needed 

Turn Power Off at Circuit Breaker

Cut Strip Light to Required Length Installing EVO Connectors (optional)

Prepare Strip Light and Surface For Installation

Before peeling off the adhesive cover, cutting the LED strip, or installing permanently, make sure to complete a 
mock installation to test your lights.

It is important that you have a clear vision of your project and know what you want the end result to look like. 
Plan where you want to install your driver and dimmer. Lay out all the components in the correct area.

Note:

Turn the power off at the circuit breaker to avoid 
any possible injury.
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Installation Instructions

If a Wet Location LED strip light is being used, use EVO Wet connectors to attach cut sections of the strip in series. 
All of these sections must be sealed with a neutral base silicone sealant. 

For a more detailed description of the EVO connectors, please refer to the EVO connector installation guide.

Attach Connectors to LED Strip (optional)

Complete All Connections Turn Power On at Circuit Breaker 

Attach the Strip Light onto Surface

Peel the cover of the 3M tape a few inches at a time, while 
gently pressing the strip onto the installation surface. 
Make sure the strip is secured on the surface. 

Make sure the polarity of the strip matches the rest of your 
set-up. 

Open the top of the EVO connector and insert the LED strip 
inside. Make sure the strip light is facing up towards the 
translucent top and the solder pads are directly above the 
small hooks on the EVO connector. 

Once everything is in order, use pliers to close and lock the 
EVO connector. You may hear a “click” sound when it is 
properly closed.
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Complete the connections and wiring between your 
power supply, dimmers, and controllers. For more 
guidance, refer to the system diagrams below on how to 
connect your LED strip lights to your driver. 

Turn on the power. The LED strip lights should light up 
and work properly.
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Notes:

For a more detailed description, please refer to the Installa-
tion guide for EVO connectors. 

07 08

09 10



System Diagrams 
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Connection Using TRIAC/Phase Cut Dimming 

Connection Using 0-10/1-10V Dimming

Connection Using PWM Dimming
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