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Plug-in Power Supply Adaptor
Product Data Sheet

Description

The plug-in power supply provides a low-cost, plug and play solution
for your low voltage lighting systems. The power supply is used to
convert AC voltage from the wall to DC low voltage to power your LED
strip lights. They are easy to install and come with an AC plug and DC

Warranty male coaxial cable connector.
Features and Benefits

Style: Desktop style plastic housing - easy to hide
Material: Made of black plastic, rubber cords, and silver plated connections
Class 2: Yes
Compatibility: Compatible with all DC input Evoralight LED Strip Lights
Efficiency: Efficiency up to 90% (varies according to each model)
Protection: Short circuit, over-current, and over-voltage protection

Safety and Warnings

Please install in a well-ventilated area.

Can be installed horizontally or vertically.

Housing is not to be altered or modified in any way.

Designed for indoor use only.

Since the power supply itself is not dimmable, these power supplies are not compatible with AC input TRIAC dimmers

(such as the in-wall Lutron brand dimmers).

Startup time can take 3 seconds in order to stabilize output and extend the life of the power supply.

In case its short circuit, over-current, and over-voltage protection mechanism activates, please remove from the circuit

what may be causing it, and turn power back on.

To ensure the longevity of your power supply, Evoralight recommends not loading your driver to more than 80% capacity.
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24V 24W Plug-in
Power Supply Adaptor

SKU: 24V-WMPS2-1
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Product Features
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2-Year Class 2
Warranty Rated

Indoor Non
Use IP20 Dimmable

Dimensional Drawing

Specifications

Input Voltage: 100-240V AC 50/60Hz
Output Voltage: 24V DC

Wattage: 24 Watts

Max Amperage: 1 Amp

Efficiency: 86.20%

DC Cable Length: 4 ft (120 cm)

AC Cable Length: N/A

Ambient Temperature:

14°F to 104°F (-10°C to 40°C)

Operational Temperature:

-4°F to 149°F (-20°C to 65°C)

Material:

Plastic

Dimensions (L*W*H):

33/8"x17/8"x 1/14"
(85 mmx 47 mm x 30 mm)
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24V 96W Plug-in

Power Supply Adaptor

SKU: 24V-DPS2-4

Certifications
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Product Features
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Indoor Non
Dimmable

Use IP20

2-Year
Warranty

Dimensional Drawing

Class 2
Rated

Specifications

Input Voltage: 100-240V AC 50/60Hz
Output Voltage: 24V DC

Wattage: 96 Watts

Max Amperage: 4 Amp

Efficiency: 88.0%

DC Cable Length: 4 ft (120 cm)

AC Cable Length: 4 ft (120 cm)

Ambient Temperature:

14°F to 104°F (-10°C to 40°C)

Operational Temperature:

-4°F to 149°F (-20°C to 65°C)

Material:

Plastic

Dimensions (L*W*H):

51/2"x23/8"x13/8"
(140 mm x 60 mm x 33 mm)

INPUT (AC)
Standard US

3-Prong AC Plug
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Warranty Information

Limited Warranty

This product has a 2 year limited warranty from the date of shipment. This warranty only includes the main product outlined
in this specification sheet and does not include the additional accessories that are used as a reference. Complete warranty
details for fixtures and additional accessories are available at: https://www.evoralight.com within the Policies section. For
warranty related questions please contact the product support team at support@evoralight.com

Consumer’s Acknowledgment

Evoralight stands behind its products when they are used properly and according to our specifications. When you purchase
our products, you are agreeing to the terms and conditions outlined in our warranty section. We try our best to make
recommendations, but the burden of proper installation, design, and maintenance relies on the purchaser. This limited
warranty does not include product failures that are the result of: Not using a voltage regulated power supply to connect the
LED product or controls; Connecting LED products to the wrong output voltage; Improper connection of power supplies, LED
products, or controls; Connecting LED products or controls directly to any AC power source if they are stated for DC only input;
Connecting power supplies backwards to an AC power source; Products used in an inappropriate location or in environmental
conditions (temperature, humidity, moisture, etc.) outside the normal specified range; Water damage to products not
specifically sold as waterproof products; Electrical power surges and spikes; Damage from hail, flooding, tornado, fire, wind,
earthquake, lightning, electrical storm, or any other natural disasters or “force majeure” incidences; Damage caused by a
vehicle or other accident; Damage caused when transporting the item; Damage to any products that were modified by the
user, used for purposes other than as intended or directed, or connected to LED systems or components not purchased from
Evoralight; Products that have been subjected to misuse, mishandling, misapplication or accident. Products used in
connection with any components, devices or systems other than those explicitly approved as compatible with Company’s
products and listed on Company’s website. Excessive wear and tear and/or physical or accidental abuse, loss, or theft.
Improper repairs or warranty services performed by someone other than Evoralight will void this warranty.

Contact

844.964.1600
info@evoralight.com

@evoralight

@evoralight
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