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LED Light Sheets

LISTED

Welcome to évoralight: Brighter Together. Our premium LED lighting products are designed and
manufactured to become purpose-centric lighting solutions. Lighting made for humans, by humans.
Continue along to read more about proper installation, safety instructions, and warranty information.

Installation Guide

Introduction

UL Listing and Compliance Information Espanol:

+ Se debe utilizar un transformador de Clase 2 cuando

Our products are safe to use and free from any o .
es necesario ajustarse a las normas de seguridad UL.

hazardous substances. To comply with UL stan-

dards and inspections, please keep in mind that: - La instalacién no debe exceder un mdximo de 100W
cuando se conecta la tira LED en serie.

* A Class 2 power supply is to be used with each

run of lights. Francais:
« Pour étre conforme aux regles de sécurité, une source
« Each installation of LED sign modules in series d'alimentation de Classe 2 doit étre utilisée.

should consume no more than 100W maximum. - L'installation ne doit pas dépasser un total de 100W

lorsque les bandes LED sont montées en série.

Tools Needed Component Check
[ == —
o E@@
Scissors Cleaning solution _ LED Light Sheet
Light Sheet Driver Connectors

* Make sure that you have everything you need to complete the installation and that all components are compatible.
* Do not exceed the maximum run in series of LED sign modules, as this may cause voltage drop and unwanted effects.

» Before installation, complete a mock installation to test your sign modules and turn them on to make sure all components
are working correctly.
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Installation Instructions

01 Complete a Mock Installation Acg” RE RS Gl
Before cutting your light sheets or sticking them on a 4 ) gl
surface, connect your LED light sheet to your dimmer "Il

and power supply. Turn on your lights and check to see H*_

if everything is working properly.

120v

02 Troubleshoot If Needed “ger

The light sheets should light up after connecting them 4

to power. If they do not, please check your connections NTpL '
and make sure you are using the power connector I b p
properly. S g

Before installing your lights, check to see if the brightness level and color temperature you chose for your project look
the way you envisioned. You will be ready to proceed with the installation after testing your lights and components.

03 Turn Power Off at Circuit Breaker &

Turn the power off at the circuit breaker to avoid any possible injury.

04 Cut LED Light Sheet to Required Length or Shape

I e L
.-ﬁl";. .l“-L. )
Measure the light sheet to the required length or shape. '\.J > ":-:-‘;l"
Using sharp scissors, cut only along the indicated cut S BB
marks. The light sheets cut points may be vertical, ."_’:;:;"]_. | .;;-.,’ _'
horizontal or diagonal. = e

05 Installing Light Sheet Connectors

§)ie
W
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®

For your convenience, our Light Sheets come with a
power and a jumper connector. Simply insert the
connector into the connector soldered to the light sheet
to make your connection.

e

o
N

Soldering wire directly to the solder pads of the light sheets is possible as well. When soldering, always make sure
polarity is matched from the power source to the light sheet and from one light sheet to the next.
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06 Retest the Setup

Test the light sheets again to make sure they all light up
and are functioning properly before the final installation.
Once you have verified all segments are working, you're
ready to install them.

120V sae (1) ()
AC Power - -, . ., el yie

07 Prepare Surface for Installation

Thoroughly clean any surface where you will be attaching
your LED light sheets. The adhesive backing is strong, but
will not stick to dirty, dusty, or porous surfaces.

08 Attach the Light Sheet onto Surface

Peel the cover of the 3M tape backing a few inches at a
time, while gently pressing the light sheet to the surface
where you want to install it. Make sure the light sheet is
secured on the surface.
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09 Complete All Connections

Complete the connections and wiring between your
power supply, dimmers, and controllers. For more guidan-
ce, refer to the system diagrams below on how to connect
your LED Light Sheet to your LED Driver.

120v
AC Power

10 Turn Power On at Circuit Breaker

Turn on the power. The LED Light Sheet should light up
and work properly.
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System Diagrams

ELV/MLV Dimming

120V AC
Dimmer Switch
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AC Power
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PWM Dimming
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Warranty

This product has a limited warranty from the date of shipment. Please see the product’s spec sheet
for more details on the actual warranty length. This warranty only includes the main product outlined
in this document and does not include the additional accessories that are used as a reference. Com-
plete warranty details for fixtures and additional accessories are available at https://www.evorali-

ght.com/ within the policies section. For warranty related questions please contact our product
support team at support@evoralight.com.
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Safety and Warnings

01

02

03

04

05

06

07

08

05 www.evoralight.com

To meet UL requirements, only install with a Class 2 DC Constant Voltage LED driver.

Installation must be in accordance with local and national electrical code regulations. To ensure

safety and correct installation, our modules are intended to be installed by a qualified, licensed
electrician.

Do not directly hook the DC sign modules to an AC wall outlet.

Pay attention to the input voltage of the LED sign modules and never exceed that voltage,
even briefly.

Do not install in environment where excessive heat may exist.

LED modules must be handled with care. Excessive handling, bending, and pressure may
damage the product, voiding the warranty.

Each maximum run requires a dedicated power feed from the driver. Do not extend beyond the
recommended maximum run recommended.

Do not modify product beyond instructions or warranty will be void.

Contact

844.964.1600
info@evoralight.com

@evoralight

@evoralight
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