
Achieve clean, bright illumination that elevates any space with 
our White LED Light Sheets. These energy-efficient sheets are 
easily customizable to fit various applications and lend themsel-
ves to creative designs while ensuring low maintenance and 
cost-effectiveness. Incorporating a seamless blend of brilliance 
and versatility, these sheets are engineered with a high CRI of 
93 to provide great color accuracy. From illuminating architectu-
ral features and retail displays to enhancing hospitality spaces 
and interior design, our Light Sheets serve as the perfect choice 
for captivating lighting solutions in a wide array of projects that 
require a seamless blend of brilliance and versatility.

Description

Project: Type: Quote/Ref:

Product Features

CRI

CCT

Voltage

Lumens

LEDs/Sheet

Beam Angle

Ambient Temp

Operating Temp

LED Pitch

Cutting Points

Max Run Length in Series

LED Size

Adhesive Type

Dimmable

Environment

High CRI up to 94

3000K / 5000K

24V DC Input

Up to 3064 lm

288 LEDs

120° Beam Angle

-4ºF to 113ºF (-20ºC to 45ºC)

-4°F to 149°F (-20°C to 65°C)

13/16” (20 mm)

13/16” (20 mm)

Up to 6 Sheets

2835

3M LSE 9495 

Yes

IP20 indoor, dry location

Dimensions

SKU Builder

LST 24V- -

Series: Light Sheets Color Temp. Voltage

Example: LST-30K-24V

30K - 3000K
50K - 5000K

LST-30K

LST-50K

3000K

5000K

Product Specifications

29 W

29 W

SKU  Color CCT Watts Lumen

2940 lm

3064 lm

Luminous
E�cacy

CRI

98 lm/W

103 lm/W

93

94

99

98

90

88

94

96

Gamut
Score (Rg)

Relative Fidelity
Score (Rf) 

TLCI
(Qa)

Component Ordering Process
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Warranty
5 Year



Compatible Drivers

Connectors

Mean Well™ 
HLG Driver

Mean Well™ 
LPV Driver

Plug-In 
Power Supplies

HLG-60H-24A

HLG-100H-24A

HLG-185H-24A

HLG-320H-24A

HLG-600H-24A

X

X

X

L: 6 3/4" W: 2 1/2" H: 1 1/2"

L: 8 5/8" W: 2 11/16" H: 1 1/2"

L: 9" W: 2 11/16" H: 1 1/2"

L: 9 7/8" W: 3 1/2" H: 1 3/4"

L: 11" W: 5 5/8" H: 1 7/8"

1

1-3

4-5

6-9

10-18

LPV-60-24 L: 5 7/8" W: 1 9/16" H: 1 1/8"1

X24V-DPS2-4 L: 5 1/2" W: 2 3/8" H: 1 3/8"1

Power Supply Number of 
Light Sheets SKU Class 2 Dimensions Diagram

DC
AC Power Supply

Description

Light Sheet Connectors LST-CONN-KIT 22 AWG
12” Light Sheet Power Connector
2 1/2" Jumper Connector

SKU Wire Gauge DiagramConnector Type
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DCAC

DCAC

Astric™ 
Universal
Drivers

AST-UNV-60W-24VDC

AST-UNV-96W-24VDC

AST-UNV-120W-24VDC

AST-UNV-200W-24VDC

AST-UNV-300W-24VDC

AST-UNV-C192W-24VDC

AST-UNV-C288W-24VDC

X

X

X

X

L: 7 1/2" W: 3 3/4" H: 1 5/8"

L: 8 3/4" W: 3 3/4" H: 1 5/8"

L: 8 3/4" W: 3 3/4" H: 1 5/8"

L: 10 1/4" W: 4 1/4" H: 1 7/8"

L: 7 11" W: 4 3/8" H: 1 7/8"

L: 11" W: 4 3/8" H: 1 7/8"

L: 11 7/8" W: 4 3/8" H: 1 7/8

1

1-2

2-3

4-6

7-9

1-5

6-11

Lutron® 
Hi-Lume

XL3D0-96W24V-U L: 10 1/2"  W: 5 1/2"  H: 2"1-2
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Description: Hi-Lume Premier 0.1% EcoSystem 24V constant 
voltage LED driver Soft-on, Fade-to-Black dimming technology
Dimming Range: 0.1-100%

Suitable for damp  locations. 
Convient aux emplacements humides .

USA / Canada:   1.844.LUTRON1  (1.844.588.7661)

Pats. | Br evets: 7,911,156

L3D0-96W24V -U

4 A Max Class 2
Output | Sortie: 
24 V-

0,92 - 0,40 A
Input | Entr ée: 

110 W Ma x50 / 60 Hz120 - 277 V~

50016452a

lutron.com

Bouton de Réglage pour utilisation en chantier 

Field Adjustment Knob

Use 20 - 12 AWG wir e only. 
Utiliser un fil 0,50 - 2,5 mm 2  seulement.

Warranty void if inner  plastic cover is removed.
Garantie annulée si le couver cle plastique intérieur  est ouvert.

B2

LISTED

LED Driver 4RM5

Hi-lume®   Premier 0.1%

WARNING: Shock hazar d. May result in  serious injury or death.  
Disconnect power befor e opening  top lid, servicing or installing.

AVERTISSEMENT : Danger d'électr ocution. Peut causer de graves
lésions ou le décès de la personne. Couper l’alimentation du  
disjoncteur avant de pr océder à  l’ouvertu re de couver cle supérieu r,
au montage  ou à  l’entretien de l’installation.

Lid scr ews: 8-32 x 3/8”  thread- rolling, serrate d
Vis du couver cle : 8-32 x  3/8” r oulage de filets, dentelées

Cu Al
1/4 in (6,5 mm )

Soft-on, Fade-to-Black™ 
EcoSystem ™  / 3-wir e Constant V oltage LED Drive r
Allumage doux, fondu au noir
EcoSystem ™  pilote 3-fil tension constante pour DE L



Warranty Information

1. Installation must be in accordance with local and national electrical code regulations.

2. To ensure safety and correct installation, our products are intended to be installed by a qualified, licensed electrician.

3. Only install with a Class 2 DC Constant Voltage LED driver to meet UL requirements. To meet these requirements, the maximum run length may not exceed 3 
light sheets. In terms of sheer voltage drop and reduction in brightness, the maximum run length is 6 light sheets.

4. Do not install in an environment where excessive heat may exist.

5. LED tape lights must be handled with care. Excessive handling, bending, and pressure may damage the product, voiding the warranty. Do not bend the strip 
horizontally.

6. Do not install indoor LED lighting products in outdoor / wet location environments. Only use copper wiring. Use wires rated for at least 167°F (75°C) and 
certified for use with external connection of electrical equipment.

7. Each maximum run requires a dedicated power feed from the driver. Do not extend beyond the recommended maximum run length.

8. Make sure the appropriate gauge wire is installed between the driver, LEDs, and any dimmers. When choosing wire, calculate voltage drop, maximum 
amperage rating, and the location ratings on the wire. Improper wire selection and installation could overheat wires, and cause fire.

9. Do not modify product beyond instructions or warranty will be void.

10. We reserve the right to modify and improve the design of our fixtures without prior notice. Although we try our best to order the same colors every time, due 
to changes in technology and phosphors over time, we cannot guarantee to match existing installed fixtures for subsequent orders or replacements in regards 
to product appearance, CCT, or lumen output.

This product has a 5 year limited warranty from the date of shipment. This warranty only includes the main product outlined in this specification sheet and does 
not include the additional accessories that are used as a reference. Complete warranty details for fixtures and additional accessories are available at 
https://www.evoralight.com/ within the Policies section. For warranty related questions please contact the product support team at (support@evoralight.com).

Évoralight stands behind its products when they are used properly and according to our specifications. When you purchase our products, you are agreeing to the 
terms and conditions outlined in our warranty section. We try our best to make recommendations, but the burden of proper installation, design, and maintenance 
relies on the purchaser. This limited warranty does not include product failures that are the result of: Not using a voltage regulated power supply to connect the 
LED product or controls; Connecting LED products to the wrong output voltage; Improper connection of power supplies, LED products, or controls; Connecting LED 
products or controls directly to any AC power source if they are stated for DC only input; Connecting power supplies backwards to an AC power source; Products 
used in an inappropriate location or in environmental conditions (temperature, humidity, moisture, etc.) outside the normal specified range; Water damage to 
products not specifically sold as waterproof products; Electrical power surges and spikes; Damage from hail, flooding, tornado, fire, wind, earthquake, lightning, 
electrical storm, or any other natural disasters or “force majeure” incidences; Damage caused by a vehicle or other accident; Damage caused when transporting 
the item; Damage to any products that were modified by the user, used for purposes other than as intended or directed, or connected to LED systems or 
components not purchased from Évoralight; Products that have been subjected to misuse, mishandling, misapplication or accident. Products used in connection 
with any components, devices or systems other than those explicitly approved as compatible with Company’s products and listed on Company’s website. 
Excessive wear and tear and/or physical or accidental abuse, loss, or theft. Improper repairs or warranty services performed by someone other than Évoralight will 
void this warranty.

Limited Warranty

Consumer’s Acknowledgment

Safety and Disclosures
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Contact

844.964.1600

info@evoralight.com

@evoralight

@evoralight


