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Our Amber Wet Location LED Tape Light delivers a warm and 
inviting glow that's perfect for creating cozy atmospheres and 
highlighting key design elements. With a sturdy 4oz PCB, it excels 
in heat dissipation, ensuring efficient and safe operation even 
during extended use. Ideal for applications in hospitality settings, 
residential spaces, and architectural accents, it infuses environ-
ments with a serene ambiance that's both energy-efficient and 
aesthetically pleasing. Choose our Amber LED Tape Light for a 
gentle and efficient lighting solution that sets the perfect mood for 
any setting in high-splash or wet location areas.

Description

SKU Builder
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 Amber Wet Location LED Strip Light Cut Sheet

www.evoralight.com

Warranty
15 Year

Product Features

Color

Voltage

LEDs/ft

Beam Angle

Ambient Temp

Operating Temp

LED Pitch

Cutting Points

Max Run Length in Series

LED Size

Adhesive Type

Dimmable

Environment

Amber

24V DC Input

36 LEDs/ft (120 LEDs/m)

120° Beam Angle

-4ºF to 113ºF (-20ºC to 45ºC)

-4ºF to 149ºF (-20ºC to 65ºC)

1/4” (7 mm)

2” (50 mm)

32 ft (10 m)

3528

3M LSE 9495

Yes

IP65 outdoor, wet location

50 mm2”

12 mm1/2”

4 mm3/16”

7 mm1/4”

24V 16FT WL- - -

Length Wet LocationSeries: Amber Voltage

Example: A-24V-16FT-WL

A - Amber
ATS - Amber Turtle Safe* *Available via special order

Product Specifications

A

ATS

Amber

Amber Monochromatic

3 W/ft (9.8 W/m)

3 W/ft (9.8 W/m)

114 lm/ft (375 lm/m)

67 lm/ft (221 lm/m)

39 lm/W

22 lm/W

641 nm

593 nm

SKU  Color
CCT

Watts/ft
(Meter)

Lumen/ft
(Meter)

Luminous
E�cacy

Color
Wavelength


