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Symphony™ Tunable White LED Light Bars Cut Sheet

www.evoralight.com

Warranty
5 Year

CRI

CCT

Voltage

Lumens

Beam Angle

Ambient Temp

Operating Temp

Max Run Length in Series

LED Size

Dimmable

Environment

High CRI up to 93

3000K-5000K

24V DC Input

Up to 329 lm per 10” fixture

Up to 534 lm per 20” fixture

120° Beam Angle

32ºF to 104ºF (0ºC to 40ºC)

32ºF to 122ºF (0ºC to 50ºC)

16 ft (5 m)

2835

Yes

IP20 indoor, dry location

0.65” 16.5 mm

0.49” 12.5 mm

Length

24V- - -

Series: Color Temp. Voltage

Example: LB-TW3050K-24V-10IN

LB TW3050K

10IN
20IN

Deliver the perfect blend of versatility and functional elegance for 
applications requiring focused, adjustable task or accent lighting. 
With a 16ft maximum run length and two available lengths, our 
Symphony™ Tunable White LED Light Bars are designed for 
seamless linkable configurations—enhanced by various 
compatible corner and jumper connectors. A high 93+ CRI ensures 
exceptional color accuracy, paired with responsive white-hue 
customization using a smart-app slider or a hand-motion sensor 
with selectable CCT presets. This continuous, assemblable band of 
light is ideal for closets, shelving, and under-cabinet projects in 
residential, retail, and office spaces.

10 in

20 in

LB-TW3050K

Product
SKU Length Color

CCT
Watts/ft
(Meter)

Lumens/ft
(Meter)

3000K
4000K
5000K
3000K
4000K
5000K

3.5W
3.5W
3.5W
6.5W
6.5W
6.5W

270 lm
313 lm
329 lm
423 lm
487 lm
534 lm

Luminous
Efficacy

86 lm/W
107 lm/W
94 lm/W
83 lm/W

102 lm/W
91 lm/W

CRI

93
94
91
93
94
91

Gamut
Score (Rg)

99
98
94
99
97
94

Relative
Fidelity (Rf)

89
87
82
89
87
82

TLCI
(Qa)

92
93
90
93
93
90


